
Printed in USA 11/25/2020

Looped CableLooped Cable

The Rize Looped Cable enhances the Kwik-Loc suspension system by the addition of a pre-looped cable end. Once the 
wire rope is pulled around the anchor point and through the looped end of the cable, it is already secured at one end, 
saving time at the job site. The remaining wire rope “drop” is passed through a channel in the Rize Kwik-Loc.  Then, the 
wire rope is either wrapped around the equipment or inserted through a fastening point and back up into  the second 

Item # Code Description Qty

30195 RLC1-5 5ft x RWC1 Looped Cable 100/Ctn

30196 RLC1-10 10ft x RWC1 Looped Cable 100/Ctn

30197 RLC1-15 15ft x RWC1 Looped Cable 100/Ctn

30193 RLC1-20 20ft x RWC1 Looped Cable 100/Ctn

30198 RLC1-25 25ft x RWC1 Looped Cable 100/Ctn

30223 RLC2-5 5ft x RWC2 Looped Cable 100/Ctn

30224 RLC2-10 10ft x RWC2 Looped Cable 100/Ctn

30225 RLC2-15 15ft x RWC2 Looped Cable 100/Ctn

30227 RLC2-25 25ft x RWC2 Looped Cable 50/Ctn

30228 RLC3-5 5ft x RWC3 Looped Cable 100/Ctn

30229 RLC3-10 10ft x RWC3 Looped Cable 100/Ctn

30230 RLC3-15 15ft x RWC3 Looped Cable 100/Ctn

30232 RLC3-300 25ft x RWC3 Looped Cable 50/Ctn

30233 RLC4-5 5ft x RWC4 Looped Cable 100/Ctn

30234 RLC4-10 10ft x RWC4 Looped Cable 100/Ctn

30235 RLC4-15 15ft x RWC4 Looped Cable 100/Ctn

30237 RLC4-25 25ft x RWC4 Looped Cable 50/Ctn

Looped Cable Kits
30199 RWC2L5K (2) RWC2 x 5ft. Cable Looped & (2) KL75 Kit 100/Ctn

30260 RWC2L10K (2) RWC2 x 10ft. Cable Looped & (2) KL75 Kit 100/Ctn

30261 RWC2L15K (2) RWC2 x 15ft. Cable Looped & (2) KL75 Kit 100/Ctn

30025 RWC2L20K (2) RWC2 x 20ft. Cable Looped & (2) KL75 kit 50/Ctn

30172 RWC2L25K (2) RWC2 x 25ft. Cable Looped & (2) KL75 kit 50/Ctn

30128 RWC3L5K (2) RWC3 x 5ft. Loop Cable & (2) KL100 Kit 100/Ctn

30206 RWC1L11K (2) RWC1 x 11ft. Cable Looped & (2) KL50 Kit 100/Ctn

30130 RWC4L5K (2) RWC4 x 5ft. Loop Cable & (2) KL150 Kit 100/Ctn

30126 RWC4L10K (2) RWC4 x 10ft. Loop Cable & (2) KL150 Kit 100/Ctn

30131 RWC4L15K (2) RWC4 x 15ft. Loop Cable & (2) KL150 Kit 100/Ctn

30132 RWC4L25K (2) RWC4 x 25ft. Loop Cable & (2) KL150 Kit 50/Ctn

Single Looped Cable Kits
31027 SRWC2L05K (1) RWC2 x 5ft. Cable Looped & (1) KL75 

Single Kit
100/Ctn

Also available in Stainless Steel.

Wire Rope Safe Working Load*
RWC1 5-35 lbs.(3-10 kg)

RWC2 10-75 lbs.(5-34 kg)

RWC3 25-150 lbs. (12-68 kg)

RWC4 25-250 lbs.(12-114 kg)
*Safe Working Loads are based 

on a 5:1 Safety Factor.
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channel of the same cable lock.  The 
locking teeth inside the cable lock 
engage the wire rope which secures 
the equipment in place.
 
TO ENSURE MAXIMUM SAFETY, 
USE ONLY WIRE ROPE SUPPLIED 
BY RIZE ENTERPRISES FOR USE 
WITH RIZE CABLE LOCKS.


